TLK2-R

Jaw Coupling

Hub Aluminum alloy
Anodizing freatment
Elastomer Polyurethane

[
I

pdl
f f
I P

|

| €

@d?2

oD

@ Set screw type

@ High Torque, Zero Backlash

@ It can absorb torsional vibration, radial, angular misalignment and shaft end-play
@ Oil-resistance and electrical insulation

@ Indentical clockwise and anti-clockwise rotational characteristics

@ Usable temperature : -40°C~100C

@ Applicable for servomotor, stepmotor

vodel | Bombemier | O | L[ u || s | [ | e | e v Torque
(mm) (N-m)
TLK2-14R 2~6 14 22 7 6 1.0 35 M3 1.0 1.1 22
TLK2-20R 4~8 20 30 10 8 1.0 5 M3 1.3 2.8 5.6
TLK2-25R 4~12 25 34 11 10 1.0 5 M3 1.5 6.0 12.0
TLK2-30R 8~14 30 35 11 10 1.5 5 M4 1.7 6.5 13.0
TLK2-40R 14~22 40 66 25 12 2.0 10 M5 4.0 32.0 64
TLK2-55R 14~28 55 78 30 14 2.0 10 M6 4.0 46.0 92
TLK2-65R 19~35 65 90 35 15 25 15 M8 15.0 109 218
TLK2-80R 24~45 80 114 45 18 3.0 15 M8 15.0 135 270
TLK2-95R 30~55 95 126 50 20 3.0 20 M8 15.0 260 520
TLK2-105R 35~60 105 140 56 21 35 20 M8 15.0 430 860
Max.Rotational Momer.1t of Static_TorsionaI AIIo_vvat_)Ie Radial AIIov_vab_Ie Angular AIIc_)wa_bIe Axial Weight
Model Frequency Inertia Stiffness Misalignment Misalignment Misalignment

(rpm) (kg'm?) (N-m/rad) (mm) ) (mm) (9)
TLK2-14R 19000 5.9x10™ 46 0.02 1 +0.600 26
TLK2-20R 17000 6.7x10™* 55 0.02 1 +0.600 37
TLK2-25R 16000 7.6x10™* 63 0.02 1 +0.600 42
TLK2-30R 15000 8.5x10™ 72 0.02 1 +0.600 46
TLK2-40R 13000 1.1x10°° 550 0.02 1 +0.600 148
TLK2-55R 10500 4.4x107° 1500 0.02 1 +0.600 350
TLK2-65R 8300 9.0x107 2800 0.02 1 +0.600 572
TLK2-80R 7000 1.8x107? 3500 0.02 1 +0.600 950
TLK2-95R 6000 2.0x1072 4600 0.02 1 +0.600 1800
TLK2-105R 5500 3.2x1072 5800 0.02 1 +0.600 2400

Notes:

* All products come with inside hexagonal bolt.
* Recommended tolerance for shaft diameter is h7.

* Bore and keyway modifications are available on request., please contact us.
* Inertia moment and weight calculated based on the maximum shaft bore.
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d1 Bore d2 Bore
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